NORTH CAROLINA GEODETIC SURVEY

Claude T Bowers Building
4105 Reedy Creek Road
Raleigh, North Carolina 27607
(919)733-3836
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Project Information

Prepared By: Watson Ross

Project Name: 2016 LIiDAR Phase 4 QC

Sensor Info: GmMAPD Geiger-mode

Required Nominal Pulse Spacing: 0.35

Vendor Name: Harris

Units: US Survey Feet

Percent of Extent Tolerance: Extents Not Checked

Date of Aquisition:  Start: 2/27/2016  Finish: 4/17/2016

Metadata Information

Tile Index:
Filename: alexander_tiles.shp
Number of Polys: 0

Intensity:
Tile Index Attribute: Not Specified
Data Filename: Not Specified

Number of Data Files Matching Attribute: Not Specified

DEM:
Tile Index Attribute: Not Specified
Data Filename: Not Specified

Number of Data Files Matching Attribute: 2533 out of 2533

LAS:
Tile Index Attribute: las_tile
Data Filename: LAS

Number of Data Files Matching Attribute: 1194 out of 1194
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LIDAR Accuracy Assessment Summary
LC Type # of Points NVA VVA
LAS

2B 33 0.454

2H 60 0.508

2L 35 0.394

2M 26 0.499

2U 32 0.396

Total 186
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Units: US Survey Feet
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LAS

~ :
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.46

Maximum DZ: 0.621

Mean DZ: 0.001

Mean Magnitude DZ: 0.41
Number Observations: 65
Standard Deviation DZ: 0.219
RMSE Z: 0.218

95% Confidence Level Z: 0.427
(Units: US Survey Feet

Histogram
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-046 -0406 -0352 -0298 -0244 -019 -0.136 -0.082 -0028 0026 008 0134 0188 0242 0297 0351 0405 0455 0513 0567 0621
Value
Min: -0.46
Max: 0.621

Number Of Bins: 20
Bin Interval: 0.054
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LAS (Continued)

~ :
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.514
Maximum DZ: 0.551

Mean DZ: 0.087

Mean Magnitude DZ: 0.485
Number Observations: 60
Standard Deviation DZ: 0.273
RMSE Z: 0.284

95th Percentile: 0.508

(Units: US Survey Feet

Histogram

Frequency

-0.247 -0194 -0.141 -0.088 -0034 0019 0072 0125 0178 0232 0285 0338 0391 0445 0498 0551
Value

0
-0513 -046 -0407 -0354 -03

Min: -0.514

Max: 0.551
Number Of Bins: 20
Bin Interval: 0.053
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LAS (Continued)

~ :
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.409
Maximum DZ: 0.399

Mean DZ: -0.002

Mean Magnitude DZ: 0.415
Number Observations: 35
Standard Deviation DZ: 0.209
RMSE Z: 0.206

95th Percentile: 0.394

(Units: US Survey Feet

Histogram

Frequency

0
-0.409 -0369 -0.328 -0288 -0247 -0.207 -0.167 -0.126 -0.086 -0.045 -0.005 003 0076 0116 0157 0197 0238 0278 0318 035 0399
Value

Min: -0.409

Max: 0.399
Number Of Bins: 20
Bin Interval: 0.04
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LAS (Continued)

~ :
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.499
Maximum DZ: 0.672

Mean DZ: 0.099

Mean Magnitude DZ: 0.503
Number Observations: 26
Standard Deviation DZ: 0.28
RMSE Z: 0.292

95th Percentile: 0.499

(Units: US Survey Feet

Histogram

Frequency

l.I 1 ll

0379 0438 0436 0555 0613 0672

OJI 1 1 1 1

-0499 -0441 -0382 -0323 -0265 -0206 -0.148 -0089 -0.031 0028 008 0145 0204 0262 0321
Value

Min: -0.499

Max: 0.672
Number Of Bins: 20
Bin Interval: 0.059
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